
Flags
Buying Guide

BRAND . MANUFACTURE . SUPPLY



Since 1977, House of Flags has been a one stop shop for all our customers’ marketing solution needs.

We have our own advanced digital printers, stock holding facilities and a dedicated installation team. This enables 

Recently we have also released a new buying portal to stream line purchasing for customers. 
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right for you, this buying guide will take 

you through the key decisions when 

For assistance with other shapes and 
sizes please call our sales team on 
01480 861 678. 

Pole Size (m) 3 4 5 6 7 8 9 10 11 12

Flag Size (Yd) 1.5 2 3 3 2.5 3 3 3 4 4

Aluminum/GRP Poles

STEP 1

What size will I 
need?



 

 

that is right for you, this guide will take 

you through the key decisions when 

selecting the right material.

If you would like to order a double 

assistance with the right material for 
you, please call our sales team on 01480 
861 678 

Material Durability Flag Type

115gsm Knitted Polyester where the trees begin to sway with 
up to 25mph winds.

Medium Term Use
Can be used for al mirror 

115gsm Polymesh
A permeable material which 

suitable in a ‘Moderate Gale’ where 
whole trees are in motion and there 
is resistance to walking, with up to 
38mph winds.

50% more durable than knitted 
Polyester. Medium to long term 
use

Suitable for all mirror image 

Spun Polyester
A traditional fabric, approved by 
the MOD for Naval Flags

suitable in a ‘Moderate Gale’ where 
whole trees are in motion and there 
is resistance to walking, with up to 
38mph winds.

50% more durable than knitted 
Polyester. Long term use

Endurance Polyester
A recently developed fabric that 
is extremely durable

suitable in a ‘Moderate Gale’ where 
whole trees are in motion and there 
is resistance to walking, with up to 
38mph winds.

Up to 100% more durable than 
115gsm Knitted Polyester. Long 
term use

210gsm Heavy Knitted 
Polyester

A thicker fabric where the trees begin to sway with 
up to 25mph winds.

Medium Term
including double sided.

235gsm Blockout Polyester Ensures your display is opaque. where the trees begin to sway with 
up to 25mph winds.

Medium Term
Suitable for double sided 
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STEP 2

What material will I 
need?

It is important to ensure that your flag can fly unobstructed.

Exposure to the sun can affect the flags’ colours.

High winds and heavy rain will affect the durability of your flag. Pollution in the air will quickly dirty 
your flag and gradually damage the material.

Flags should not be flown in wind speeds above 38mph.



Printing  
Method

Description
115gsm 
Knitted 
Polyester

115gsm 
Polymesh

Spun 
Polyester

Endurance 
Polyester

210gsm Heavy 
Knitted Polyester

235gsm Blackout 
Polyester

Screen Printed

Typically results in a more vibrant 

minimum order)

√ X √ X X X

Digitally Printed

Typically used for lower quantities of 

requirement

√ √ √ √ √ √

Sewn Flags
usually more durable than printed 

manufactured

X X √ X X X

Now that you have chosen your material, 

use the table to select the production 

method. The type of production method 

will impact the durability and image 

meets your requirements.

STEP 3

What printing 
method should 
I use?



 

 

 

Flag Finishing Description Portrait Flag Landscape Flag

Rope & Toggle Suits an external pole X √

Sleeve & Eyelet √ X

Anti Fray Netting
The anti fray will take the whip of the wind and begins to fray √ √

Anti-furl √ √

 
with anti-furl

 
without anti-furl

Sleeve & Eyelet Anti Fray NettingRope & Toggle

The right finishing for your flag depends 
on your flagpole and how your flag will 
be flown. 

The table shows our finishing options 
and when best to choose them.

STEP4

How should my 
flag be finished?



on hand to help you choose.

House of Flags

River Road, Bicton Industrial Park, Kimbolton, Cambridgeshire, PE28 0LQ

01480 861 678


